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SPECIFICATIONS

Features
• Frameless sliding door for corner shower
• 50 mm (2 in.) adjustment mechanism
• Integrated damper system
• 8 mm (5/16 in.) tempered glass
• Duraclean glass for easy cleaning
• Reversible door (right or left opening)
• 2034 mm (80 in.) door height
• Door access :
 457 to 508 mm x 1979 mm (18 to 20 x 78 in.)
• 610 mm (24 in.) inside and outside handles

Glass pattern
• Clear tempered glass:

- DR1110-XXX-003 (box 1 of 3)
- DR1111-XXX-003 (box 2 of 3)
- DR1214-XXX-003 (box 3 of 3)

Packaging
• Dimensions Box 1 of 3 (DR1110):
 2020 mm x 700 mm x 50 mm
 (79 1/2 x 27 9/16 x 2 in.)
 Dimensions Box 2 of 3 (DR1111):
 2090 mm x 765 mm x 50 mm
 (82 5/16 x 30 1/8 x 2 in.)
 Dimensions Box 3 of 3 (DR1214):
 2090 mm x 915 mm x 50 mm
 (82 5/16 x 36 x 2 in.)
• Weight Box 1 of 3 (DR1110):
 66 lb (30 kg)
 Weight Box 2 of 3 (DR1111):
 75 lb (34 kg)
 Weight Box 3 of 3 (DR1214):
 79 lb (36 kg)

Finishes
• Chrome :

- DR1110-110-XXX (box 1 of 3)
- DR1111-110-XXX (box 2 of 3)
- DR1214-110-XXX (box 3 of 3)

This door can be installed with the following 
Kalia shower base(s) model(s);
BW1098 BW1191
BW1088 BW1192
BW1044 BW1212

Installation Notes
Minimum threshold required 70mm (2 3/4 in.).
This product must be installed following the installation instructions provided.
WARRANTY
Kalia Inc. guarantees all aspects of its products to be free of defects in material and 
workmanship for normal residential use. Refer to the warranty included with the 
Kalia products for details.

Clear

DR1110-XXX-000, DR1111-XXX-000, DR1214-XXX-000; Right door opening shown

Important: Dimensions are approximated and are subject to changes.
Please refer to the installation instructions.

19
79

 m
m

 (7
8”

)

Seuil / t
hreshold

70 mm min.

(2 3/4” min.)

20
34

 m
m

 (8
0”

)
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